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Dimensions 

Unit: mm 
Codes L W T D1 D2 

CS02 1.00±0.05 0.50±0.05 0.32±0.05 0.25±0.10 0.20±0.10

CS03 1.60±0.10 0.80±0.10 0.45±0.10 0.30±0.20 0.30±0.20

CS05 2.00±0.15 1.25±0.15 0.50±0.10 0.30±0.20 0.30±0.20

CS06 3.10±0.15 1.55±0.15 0.60±0.10 0.50±0.30 0.40±0.20

CS10 5.00±0.15 2.50±0.15 0.60±0.10 0.60±0.30 0.50±0.25

CS12 6.30±0.15 3.10±0.15 0.60±0.10 0.60±0.30 0.50±0.25

CS37 3.75±0.20 2.00±0.20 0.60±0.10 0.40±0.20 0.40±0.20

CS75 7.50±0.30 2.00±0.20 0.60±0.10 0.40±0.20 0.40±0.20

 
Standard electrical specifications 

  Item 
 

Type 
Power Rating Operating 

Temp. Range Resistance Tolerance Resistance Range TCR 

CS02 1/16W 
50mΩ~100mΩ 

101mΩ~500mΩ 
501mΩ~1000mΩ 

±400 ppm 
±300 ppm 
±200 ppm 

CS03 1/10W 

20mΩ~50mΩ 
51mΩ~100mΩ 

101 mΩ~500mΩ 
501mΩ~1000mΩ 

±600 ppm 
±400 ppm 
±300 ppm 
±200 ppm 

CS05 1/8W 

20mΩ~50mΩ 
51mΩ~100mΩ 

101 mΩ~500mΩ 
501mΩ~1000mΩ 

±600 ppm 
±400 ppm 
±300 ppm 
±200 ppm 

CS06 1/4W 

CS10 1/2W 

CS12 1W 

10 mΩ~20mΩ 
21 mΩ~50mΩ 
51mΩ~500mΩ 

501mΩ~1000mΩ 

±600 ppm 
±400 ppm 
±300 ppm 
±200 ppm 

CS37 1W 10mΩ~1000mΩ ±300 ppm 
CS75 2W 

-55 ~ +125℃ 

±1% 
 

±2%   
 

 ±5% 
 

1mΩ~1000mΩ ±300 ppm 

* Viking has the ability to manufacture following options based on customer’s requirement. 

 

High power rating electrical specifications 
    Item 

 
Type 

Power 
Rating 

Operating 
Temp. Range Resistance Tolerance Resistance Range 

CS05 V  1/4W 100mΩ~1000mΩ 

CS06 U  1/2W 
-55 ~ +125℃

±1% 
±2% 
±5% 100mΩ~1000mΩ 

 

Low TCR electrical specifications 
    Item 

 
Type 

Power Rating Operating 
Temp. Range Resistance Tolerance Resistance Range TCR 

CS06 E  1/4W 100mΩ~1000mΩ ±100 ppm 

CS10 E  1/2W 100mΩ~1000mΩ ±100 ppm 

CS12 E  1W 

-55 ~ +125℃

±1% 

±2% 

±5% 100mΩ~1000mΩ ±100 ppm 

 






